






Ultra-lightweight body, UH35 weighs about 15% less than the previous generation. From the super-fi�ing, soft leath-

er-wrapped headband to the pro-skin memory foam ear cushions, Yealink has adopted a more ergonomic design, bring-

ing zero pressure on ears even wearing it all day. 

LIGHTWEIGHT AND ERGONOMIC DESIGN
PILLOW-LIKE TOUCH, ALL-DAY COMFORT

Ergonomic
Design

Memory
Foam

Ultra-
lightweight



When you're on the call, UH35's busylight will 

turn on automatically, or you can turn it on 

manually. Block out outside distractions and 

begin working immersively whenever you want.

BUSYLIGHT
FOR FEWER
INTERRUPTIONS
NO DISTURB, WHEREVER YOU WORK

UH35 allows mute in two ways: by lifting the 

Mic-boom or by pressing the mute bu�on. 

The boom's 300-degree rotation allows for 

left or right ear wear. This convenient and 

flexible design will let you feel more at ease 

when communicating.

USER-FRIENDLY
FEATURES
EASY-TO-USE, EASY-TO-WORK



YEALINK NETWORK TECHNOLOGY CO., LTD.  |  www.yealink.com  |  HSinfo@yealink.com 2024-03-UH35-English-V1.0

UH35 Series

 Features

Headset cable length 

Supported operating systems 

Color 

Weight 

Microphone type 

Microphone Frequency response range 

Microphone bandwidth 

Microphone Sensitivity 

Speaker size 

Speaker Sensitivity 

Frequency response range 

Speaker Impedance 

Speaker input power 

Speaker bandwidth 

Call control 

USB-A 

Yealink USB Connect (PC) 

Yealink Connect APP 

Yealink Device Management Platform 

Management

UH35 Mono/Dual

1.5 m 

Mcrosoft Windows®, Apple Mac OS 

black 

UH35 Mono: 96.5 g 

UH35 Dual: 139.5 g 

2 ECM MIC 

100 Hz-10kHz 

Wideband 

 -44.0 dB re. 1V/Pa 

Ø 35mm 

109 dB SPL @ 1 kHz, 179 mV 

20 Hz-20 kHz 

32+/-4.8Ω, @ 1.0 kHz 

Normal 10 mW, max 30 mW 

Super Wideband 

Answer/End/Reject/Hold a call

Volume up/down

Microphone intelligent mute

Redial last outgoing call

Teams 

√ 

√ 

√ 

√ 

Microphone

General

Speaker

Connectivity


